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Remove existing traffic signal head and install LED traffic signal head In
same location (Note: Use existing wiring).

Install 14’ breakaway pedestal pole with traffic signal head and signs as shown.
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(Note: 1-3", 90°polyvinyl chloride (Schedule 80) bend.)
Install 10’ (18” breakaway coupling foundation Std. No. 801.01-01) breakaway pedestal pole.
Countdown pedestrian signal head and audible pushbution with pedestrian education sign

as shown. (Note: 1-3", 90°*polyvinyl chloride (Schedule 80) bend.)

Use existing cabinet and control ler.

Install 3” polyvinyl chloride electrical conduit (Schedule 80) (irenched).

Instal |l overhead street name sign as shown.

Install 12” white. heat applied permanent preformed thermoplastic pavement marking. (crosswalk)
Instal| proposed median cut thru (Std. No. MD 655.21) with detectable warning surface (Std. No.
Remove existing median cut—through and replace with concrete.

AdJust handhole to grade Including frame and col lar. Disconnect and abandon existing loops
and remove assocliated |loop cable.

Use existing handhole.

Use existing conduit.

Install ground mounted sign as shown.

Install video detection camera onto existing mast arm as shown. _

Install 12" white. heat applied permanent preformed thermoplastic pavement marking (stopline).
Use existing handhole. Disconnect and abandon existing loops and remove associated loop cable.

DIsconnect and abandon existing loops and remove associated loop cable.

RIGHT OF WAY LINE

MD 655.40).

Install proposed paralle! handicapped ramp (Std. No. MD 655.12) with detectable warning surface (S+d. No. MD 655.40) .
Instal | proposed perpendicular handicapped ramp (Std. No. MD 655.11) with detectable warning surface (Std. No. MD 655.40).
Instal|l proposed combinatlon handicapped ramp (Std. No. MD §55.13) with detectable warning surface (5td. No. MD 655.40).

Remove exlsting handicapped ramp and install concrete sidewalk. curb and gutter.
Remove existing pavment marking.

Remove section of existing sidewalk.
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. All pavement markings detailed are proposed and gre to be installed In

. The 10’ separation between pushbuttons is to be measured from face of pushbutton,

All underground utlllties shown on these plans are schematic onl¥ and
mu¥ not be complete. The contractor shall be responsible for not f¥Ing
*MISS UTILITY" prior to construction so that all utliities may be located
In the fleld. 1f the contractor perceives that a conflliot between the
utili+ies and the +raffic signal will occur. the contractor shall notlfy
the project engineer immediately so that the conflict may be resclved.

All Traffic Signal Foundatlons shall be installed at the Final Sidewalk
or Curb grade for closed sections. Highest Roadway Proflle Grade for
en sections. to meet clearances as speolfied In MD 816.03, MD 818.01,
818.02, and MD 818.04 The contractor shall verify ultimate grades
prior to the Installation of all signal equipment.

accordance with SHA standards. All crosswalks shall be centered on
handicap ramps or median cut throughs.

Poles are to be located so that they can be actlvated b{ a person In a
wheelchair from a 60"x 60” level landing area. A level landing area is an
areg with a cross slope of less than or equal %o 2%.

I+ the location of Accessible Pedestrian Sl?nul Pushbuttons must be changed
+he contractor shall notlfy the Project Englineer to get approval for new
{ocation to ensure proger requirements of the MUTCD are still met. All work
mist be halted until the Project Engineer has obtalned an approved location
or 1 necesary a design walver Is obftained.

Pushbutton 1s to be located so that a pedestrian in a wheelchair located on

the leve! landing area. does not have to redch more than 18”.

not center to center of pole.

Pushbutton arrows are to be parallel to the crossing for which they are intended.
The contractor shall remove all unused wiring.
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